




LED Aluminium Profiles
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 Item Leds Colours available Base Herz Voltage range Power 
consump-
tion

Lifetime Kelvins 
(K)

View 
angle 
(°)

Working 
tempera-
ture 

LED aluminium profile linear strip 
100 cm (W2,4cm, H1,0cm), 
waterproof IP68

108 leds warm and cool white, 
red, green, blue, yellow

aluminium 
profile

50-60Hz 12V DC / 
24V DC

10W 100 000 h 2800-3300K, 
4000-4500K, 
5500-6000K

120° -30 - 70 °C

LED aluminium profile linear strip 
100 cm (W2,4cm, H1,0cm), 
waterproof IP68

144 leds changing RGB aluminium 
profile

50-60Hz 12V DC / 
24V DC, 
requires 
driver

10W 100 000 h 2800-3300K, 
4000-4500K, 
5500-6000K

120° -30 - 70 °C

LED aluminium profile linear 
strip 50 cm (W2,4cm, H1,0cm), 
waterproof IP68

54 leds warm and cool white, 
red, green, blue, yellow

aluminium 
profile

50-60Hz 12V DC / 
24V DC

5,5W 100 000 h 2800-3300K, 
4000-4500K, 
5500-6000K

120° -30 - 70 °C

LED aluminium profile linear 
strip 50 cm (W2,4cm, H1,0cm), 
waterproof IP68

72 leds changing RGB aluminium 
profile

50-60Hz 12V DC / 
24V DC, 
requires 
driver

5,5W 100 000 h 2800-3300K, 
4000-4500K, 
5500-6000K

120° -30 - 70 °C

LED aluminium profile linear 
strip 25 cm (W2,4cm, H1,0cm), 
waterproof IP68

27 leds warm and cool white, 
red, green, blue, yellow

aluminium 
profile

50-60Hz 12V DC / 
24V DC

3W 100 000 h 2800-3300K, 
4000-4500K, 
5500-6000K

120° -30 - 70 °C

Applications: LED aluminium profiles can be used to create a new kind of lighting for different places. The 
profiles are perfect for example inside cabinets, under the cabinets for worktop illumination, in wardrobes 
and showcases to light up the space. The color temperature can be chosen when ordering.

LED Aluminium Profiles
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LED Strip Lights
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 Item Leds Colours available Material Herz Voltage range Power 
consump-
tion

Lifetime Kelvins 
(K)

View 
angle 
(°)

Working 
tempera-
ture 

Flexible LED Strip Light for inside 
use, 5 m roll, 8 x 2,5 mm, sepa-
rable every 3 leds

300 SMD-
leds / 5m

warm, commercial and 
daylight white, red, green, 
blue, yellow

circuit board, 
adhesive 
tape on back

50Hz 12V DC 24 W 100 000 h 2800-6500K 120° -40 - 70 °C

Changing RGB version of the 
above  

150 SMD-
leds / 5m

changing RGB circuit board, 
adhesive 
tape on back

50Hz 12V DC 36 W 100 000 h 2800-6500K 120° -40 - 70 °C

Rigid LED Strip Light in 48 cm 
pieces, 8 x 5,5 mm, separable 
every 3 leds

30 SMD-leds 
/ 48cm

warm, commercial and 
daylight white, red, green, 
blue, yellow

circuit board, 
adhesive 
tape on back

50Hz 12V DC 5 W 100 000 h 2800-6500K 120° -40 - 70 °C

Changing RGB version of the 
above, 10 x 6,5 mm, separable 
every 3 leds 

30 SMD leds 
/ 57 cm

changing RGB circuit board, 
adhesive 
tape on back

50Hz 12V DC 7 W 100 000 h 2800-6500K 120° -40 - 70 °C

Waterproof (IP68) flexible LED 
Strip Light, 5 m roll, 10 x 2,5 mm, 
separable every 3 leds

300 SMD-
leds / 5m

warm, commercial and 
daylight white, red, green, 
blue, yellow

silicon 
protection

50Hz 12V DC         24 W 100 000 h 2800-6500K 120° -30 - 70 °C

Waterproof (IP68) flexible LED 
Strip Light, 5 m roll, 12 x 2,5 mm, 
separable every 3 leds

150 SMD 
leds / 5m

changing RGB silicon 
protection

50Hz 12V DC         36 W 100 000 h 2800-6500K 120° -30 - 70 °C

Applications: LED Strip Lights make different kind of lighting schemes possible. Only your imagination is 
holding you back! Some of the tubes of the catalogue are water-resistant. We have multiple colors and a 
color changing RGB control unit available. You can choose the color temperature for the white lights.

LED Strip Lights
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LED Downlights
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 Item Leds Colours available Base Herz Voltage range Power 
consump-
tion

Lifetime Kelvins 
(K)

View 
angle 
(°)

Working 
tempera-
ture

LED Cabinet light 5x3W (body 
size: L268, W60, H20mm. Cutout 
53x261mm. IP20. 

5 x 3W led warm and cool white body anodized 
aluminium

50-60Hz used with 
700mA 
constant 
current driver

16W 50 000 h 2700-6000K 15 / 30° -35 - 45 °C

LED Cabinet light 3x3W (body 
size: L164, W60, H20mm. Cutout 
53x157mm. IP20. 

3 x 3W led warm and cool white body anodized 
aluminium

50-60Hz used with 
700mA 
constant 
current driver

10W 50 000 h 2700-6000K 15 / 30° -35 - 45 °C

LED Cabinet light 4x3W (body 
size: L216, W60, H20mm. 
Cutout 53x209mm. IP20.  

4 x 3W led warm and cool white body anodized 
aluminium

50-60Hz used with 
700mA 
constant 
current driver

13W 50 000 h 2700-6000K 15 / 30° -35 - 45 °C

LED Recessed downlight 15 x 1W 15 x 1W 
HP-led 

warm and cool white, 
R,G,B,amber,
 changing RGB

frame alumi-
nium

50-60Hz used with 
350mA 
constant 
current driver

18W 50 000 h 2800-6500K 30° -35 - 45 °C

LED Mini-size Recessed Downlight 
1W (diameter 52mm x H18 - 
28.9mm) 

HP 1W led warm and cool white frame alumi-
nium

50-60Hz used with 
350mA 
constant 
current driver

1W 50 000 h 2800-6500K 50 / 15 / 
30°

-35 - 45 °C

LED Mini-size Recessed Downlight 
3W (diameter 52mm x H18 - 
28.9mm)

HP 3W led warm and cool white frame alumi-
nium

50-60Hz used with 
350mA 
constant 
current driver

3W 50 000 h 2800-6500K 50 / 15 / 
30°

-35 - 45 °C

LED Push Light, battery operated 
with ON/OFF-switch, requires 3 
AAA batteries

3 pcs ultra 
bright white 
leds

white silver or gold 
colour housing

4.5V, 3 x AAA 
batteries

0,07W 100 h with 
1 series of 
batteries

6000-6500K -35 - 45 °C

LED Recessed  MR11 downlight 
1x3W diameter 65mm, L 21mm, 
cutout56mm

1 x 3W  HP 
LED

warm and cool white, 
red, green, blue, 
yellow

3 pins, frame 
aluminium

50-60Hz 12V DC or 
85-260V AC

3W 50 000 h 2800-6500K 15/30/
60/90°

-20 - 70 °C

LED Recessed downlight 3 x 1W
diameter 85 mm, L 98 mm, 
cutout 72mm

3 x 1W  HP 
LED

warm and cool white, 
red, green, blue, 
yellow

3 pins, frame 
aluminium

50-60Hz 12VAC/DC or 
110-240V AC

3W 50 000 h 2800-6500K 15/30/
60/90°

-20 - 70 °C

LED Recessed downlight 3 x 3W
diameter 85 mm, L 98 mm, 
cutout 72mm

3 x 3W  HP 
LED

warm and cool white, 
red, green, blue, 
yellow

3 pins, frame 
aluminium

50-60Hz 12VAC/DC or 
110-240V AC

9W 50 000 h 2800-6500K 15/30/
60/90°

-20 - 70 °C

LED Recessed downlight 7 x 2W
diameter 115mm, L60 mm, 
cutout size 85mm

7 x 2W  HP 
LED

warm and cool white, 
red, green, blue, 
yellow

3 pins, frame 
aluminium

50-60Hz 85-260V AC 14W 50 000 h 2800-6500K 15/30/
60/90°

-20 - 70 °C

LED Recessed downlight 7 x 3W
diameter 145 mm, L 65,2 mm, 
cutout 95mm

7 x 3W  HP 
LED

warm and cool white, 
red, green, blue, 
yellow

3 pins, frame 
aluminium

50-60Hz 85-260V AC 21W 50 000 h 2800-6500K 15/30/
60/90°

-20 - 70 °C

LED Recessed downlight 18 x 1W
diameter 175 mm, L 80 mm, 
cutout 137mm

18 x 1W  HP 
LED

warm and cool white, 
red, green, blue, 
yellow

3 pins, frame 
aluminium

50-60Hz 85-260V AC 18W 50 000 h 2800-6500K 15/30/
60/90°

-20 - 70 °C

LED Recessed downlight for 
humid area 3 x 3W Cree
diameter 77 mm, L 100 mm, 
cutout 65mm

3 x 3W  HP 
LED

warm and cool white, 
red, green, blue, 
yellow
changing RGB

3 pins, frame 
aluminium

50-60Hz 12VAC/DC or 
110-240V AC

9W 50 000 h 2800-6500K 8/15/30
45/60°

-20 - 50 °C

Applications: Recessed LED downlights can replace several traditional lightings in different places. 
For example recessed cabinet lights in kitchen. Recessed downlights in ceiling, walls or on the floors in the 
corridors, offices, department stores and other buildings. Or outside use as an in-ground lights. Can be used 
also in yachts, caravans etc. Only your imagination is the limit. Different colours are available and for the 
white both cool and warm white. Different options also for the beam angle.

Others: Also other special lamps in selection like festoon lamps and fixtures for the lamps. 
Ask quotation of our other products! 

LED Downlights
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LED Lights for Outdoor Use
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 Item Leds Colours available Base Herz Voltage range Power 
consump-
tion

Lifetime Kelvins 
(K)

View 
angle 
(°)

Working 
tempera-
ture 

LED wall washer 100cm (W7,5cm, 
H16cm); water and dustproof IP65

30 x 1W 
HP-led

warm and cool white, red, 
green, blue, amber

aluminium 
housing

50-60Hz 100-240V 
AC or
24V DC

30W 50 000 h 2700-6000K 15/30° 
beam 
distance
10-20m

-35 - 45 °C

LED wall washer 100cm (W7,5cm, 
H16cm); water and dustproof IP65

30 x 1W 
HP-led

changing RGB aluminium 
housing

50-60Hz 24V DC 
requires 
driver

30W 50 000 h 2700-6000K 15/30° 
beam 
distance
10-20m

-35 - 45 °C

LED wall washer 50cm (W7,5cm, 
H16cm); water and dustproof IP65

15 x 1 W 
HP-led

warm and cool white, red, 
green, blue, amber

aluminium 
housing

50-60Hz 100-240V 
AC or
24V DC

15W 50 000 h 2700-6000K 15/30° 
beam 
distance
10-20m

-35 - 45 °C

LED wall washer 50cm (W7,5cm, 
H16cm); water and dustproof IP65

15 x 1 W 
HP-led

changing RGB aluminium 
housing

50-60Hz 24V DC 
requires 
driver

15W 50 000 h 2700-6000K 15/30° 
beam 
distance
10-20m

-35 - 45 °C

LED Wall Washer / Linear LED 
Floodlight 125x80x100mm (oval 
shape)

72pcs super-
bright narrow 
angle leds

warm and cool white, red, 
green, blue, amber

50-60Hz 100-240V 
AC or
24V DC

5,8W 100 000 h 2700-7000K 15/30° 
beam 
distance
10-20m

-35 - 45 °C

LED Wall Washer / Linear LED 
Floodlight 125x80x100mm (oval 
shape)

72pcs super-
bright narrow 
angle leds

changing RGB 50-60Hz 100-240V AC 21,6W 100 000 h 4000-4500K      
or
6500-8000K

15/30° 
beam 
distance
10-20m

-35 - 45 °C

LED Wall Washer / Linear LED 
Floodlight 180x120x130mm (oval 
shape)

168pcs 
superbright 
narrow angle 
leds

warm and cool white, red, 
green, blue, amber

50-60Hz 100-240V 
AC or
24V DC

13,5W 100 000 h 2700-7000K 15/30° 
beam 
distance
10-20m

-35 - 45 °C

LED Wall Washer / Linear LED 
Floodlight 180x120x130mm (oval 
shape)

168pcs 
superbright 
narrow angle 
leds

changing RGB 50-60Hz 100-240V AC 50,4W 100 000 h 4000-4500K      
or
6500-8000K

15/30° 
beam 
distance
10-20m

-35 - 45 °C

Applications: Many traditional outdoor ligthting systems such as floodlights and spotlights can be replaced 
by LED lights. The view angle of the lights and the color temperature of the white lights can be chosen when 
ordering.

LED Lights for Outdoor Use
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LED Street Lights
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 Item Leds Colours available Base Herz Voltage 
range

Power 
consumptionon”

Lifetime Kelvins
(K)

View angle 
(°)

Working 
tempera-
ture 
(°C)

LED street light E40
255 x 110 x 80, 
weight 1.5 kg, IP60

30 x 1W warm and cool white E40 47-63Hz 85-264V 
AC, 24V DC

33W 50 000 h 2700 - 7000K 60°/120° -40 - 50 °C

LED street light 
495 x 315 x 80 mm, 
weight 8 kg, IP65

60 x 1W warm and cool white aluminium 
alloy and 
PC

47-63Hz 85-264V 
AC, 24V DC

65 W 50 000 h 2700 - 7000K 60°/120° -40 - 50 °C

LED street light 
620 x 315 x 80 mm, 
weight 11 kg, IP65

120 x 1 W warm and cool white aluminium 
alloy and 
PC

47-63Hz 85-264V 
AC, 24V DC

125 W 50 000 h 2700 - 7000K 60°/120° -40 - 50 °C

LED street light
910 x 315 x 80 mm, 
weight 14 kg, IP65

180 x 1W warm and cool white aluminium 
alloy and 
PC

47-63Hz 85-264V 
AC, 24V DC

185 W 50 000 h 2700 - 7000K 60°/120° -40 - 50 °C

LED tunnel light
325 x 210 x 100 mm, 
weight 4,8 kg, IP65

56 x 1W warm and cool white aluminium 
alloy and 
PC

47-63Hz 85-264V 
AC, 24V DC

56 W 50 000 h 2700 - 7000K 60°/120° -40 - 50 °C

LED Street Lights
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LEDZED INTERNATIONAL LTD OY
www.ledzed.com

tel. +358 20 799 1410
fax. +358 20 799 1419

Alasniitynkatu 30
33560 TAMPERE, FINLAND

Ahertajankuja 4 
02100 ESPOO, FINLAND
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